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CONSTRUCTION NOTES:

@ THE TEMPORARY DISCONNECT OF YHE EXISTING INTERCONNECT SYSTEM

WILL BF COCRDINATED WITH THE TEMPORARY TRAFFIC SIGNAL TURN-ON
AT BIG TiMBER ROAD AND RANDALL RCAD BY THE CONTRACTOR WITH
THE KDOT TRAFFIC ENGINEER AND THE KDOT MAINTENANCE CONTRACTOR.

@ "MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION” AT HOLMES

ROAD /SHERMAN HEALTHCARE MAIN ENTRANCE AND AT ROYAL
BOULEVARD /BRINCKMAN WAY WILL BE REQUIRED AT THE TIME OF THE
TEMPORARY TRAFFIC SIGNAL TURN—ON AT BiG TIMBER ROAD AND
RANDALL ROAD.

{® THE INTEGRITY OF THE ENTIRE FIBER OPTIC INTERCONNECT SYSTEM

NORTH OF HOLMES ROAD AND SCUTH OF BIG TIMBER ROAD SHALL BE
MAINTAINED THROUGHOUT THE DURATION OF THE PROJECT.

AN EAGLE MODEL M—52

| S
r_ { NOTE: A/
[ THE EXISTING CONTROLLER 1S

! /
WITH
/

VERSION 3.33 E SOFTWARE IN

SHERMAN HEALTHCARE » TvPE Iv CABINET.
MAIN ENTRANCE

EXISTING INTER
TO FOX LANE

HOLMES ROAD

CONNECTM/

ROYAL BOULEVARD

THE TRAFFIC SIGNAL CONTROL EQUIPMENT
FOR THIS PROJECT SHALL BE SIEMENS
M=50 SERIES IP ACCESSIBLE VIA
ETHERNET TO THE KDOT ATMS TO MATCH
THE EXISTING ADJACENT SYSTEM.

CONSTRUCTION NOTES (CONTINUED):

MULTIMODE FIBERS 1—6 AND SINGLEMODE FIBERS 1-12 SHALL BE FUSION

BIG TIMBER ROAD

SPLICED 70 THE TEMPORARY AERIAL FIBER OPTIC CABLE. FUSION
SPLICES SHALL BE CONTAINED WITHIN A WEATHER PROOF ENCLOSURE
INSIDE THE HANDHOLE.

@ MULTIMODE FIBERS 1—6 AND SINGLEMODE FIBERS 1—86 SHALL BE

CONNECTORIZED AND PLUGGED INTO THE EXISTING NETWORK EQUIPMENT
IN THE EXJSTING CABINET. SINGLEMODE FIBERS 7—12 SHALL BE FUSION
SPLICED TO THE SINGLEMODE FIBERS 7—12 GOING NORTH ALONG
RANDALL RCAD TG HOLMES ROAD. THE EXISTING NETWORK EQUIPMENT
SHALL BE MAINTAINED WITHIN THE EXISTING CABINET AND FOUR (4)
OUTDOOR-RATED CATS CABLES WILL BE CONNECTED AND RUN THROUGH
THE TEMPORARY 2° UNIT DUCT TO THE EQUIPMENT IN THE TEMPORARY
CABINET SO THAT ALL THE ETHERNET CAPABLE EQUIPMENT REMAINS ON
THE KANE COUNTY NETWORK.
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